20040609. ba v03_n661.bam.20040609 


>From ???@??? Wed Jun 9 09:04:13 2004 +0000 

Message-Id: <200406091403 .159E3vQB013342@sco.theporch. com> 
Date: Wed, 9 Jun 2004 09:03:41 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3661 


BOATANCHORS Digest 3661 
Topics covered in this issue include: 


1) Tr: History Chan - Pathfinders 
by =?1so-8859-1?Q?Andr=E9_Guibert?= <aguibert@sympatico.ca> 
2) Re: History Chan - Pathfinders (bangalore torpedo) 
by Richard Loken <richardlo@admin.athabascau.ca> 
3) Re: History Chan - Pathfinders 
by WA5CAB@cs.com 
4) RCA Scope 
by Al Klase <skywaves@webex.net> 
5) **x* Re: RCA Scope 
by "ed sharpe" <esharpe@uswest.net> 
6) Re: Bill Orr's books 
by "Ed Zeranski" <ezeran@concentric.net> 
7) Fwd: Re: RCA Scope 
by Ron Hershey <rhershey@kalama.com> 
8) Re: Dust covers 
by "Hue Miller" <kargo_cult@msn.com> 
9) Re: History Chan - Pathfinders 
by "Hue Miller" <kargo_cult@msn.com> 
10) Re: Bill Orrs' Books 
by "Brian Goldsmith" <brian.goldsmith@echo1.com.au> 
11) Low ( < 50Kc/s ) IF 
by Chuck Swiger <cswiger@widomaker.com> 
12) Navy Type GS-5 Aircraft Transmitter 
by WA5CAB@cs.com 
13) Tee ninesy URM-25D lites 
by stuck in 50s <polepeeg@ba-watch.org> 
14) Re: Shorted turns are OK, sometimes, right? 
by "JAMES HANLON" <knjhanlon@msn.com> 
15) Re 151-2 
by "philip" <dgnova@erols.com> 
16) SCR-522 Test Set 
by "B. Smith" <smithab11@comcast.net> 
17) Re: Tee ninesy URM-25D lites 
by "Sandy W5TVW" <ebjr@i-55.com> 
18) Re: Tee ninesy URM-25D lites 


by "Arden Allen" <gumbear@pacbell.net> 
19) Re: SCR-522 Test Set 

by William Donzelli <aw288@osfn.org> 
20) Re: Low ( < 50Kc/s ) IF 

by Morris Odell <morriso@vitm.org> 
21) Re: Low ( < 50Kc/s ) IF 

by "Al Parker" <anchor@ec.rr.com> 
22) Re: Low ( < 50Kc/s ) IF 

by Tom Norris <r390a@bellsouth.net> 
23) RE: Low ( < 50Kc/s ) IF 

by "Don Reaves W50R" <w5or@comcast.net> 
24) Re: Low ( < 50Kc/s ) IF 

by "Ken Hickman" <n5cm@rtconline.com> 


Message-ID: <000001c44cdd$e0£43280$1£82d1d8@b1yhpg64> 
From: =?iso-8859-1?Q?Andr=E9_Guibert?= <aguibert@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Tr: History Chan - Pathfinders 
Date: Mon, 7 Jun 2004 18:16:07 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


How about a Piat 
Andre 


Seater Original Message ----- 

From: Arden Allen <gumbear@pacbell.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Cc: Old Tube Radios <boatanchors@theporch. com> 
Sent: Monday, June 07, 2004 5:45 PM 

Subject: Re: History Chan - Pathfinders 


oS Bede II. showed a 
> bazooka-like giz used to stop German counterattack fm. point blank. 
> The "most important single shot of the landing" 


Would that be the Bangalore torpedo? 


Arden Allen 
KB6NAX 


VV VV V VV VV 


Date: Mon, 07 Jun 2004 16:23:20 -0700 (MST) 


From: Richard Loken <richardlo@admin.athabascau.ca> 

Subject: Re: History Chan - Pathfinders (bangalore torpedo) 

To: Old Tube Radios <boatanchors@theporch.com> 

Message-id: <Pine.PMDF.3.95.1040607161625 .541137076E-100000@admin.athabascau.ca> 
MIME-version: 1.0 

Content-type: TEXT/PLAIN; charset=US-ASCII 


Arden asked if Marty the device that he bazooka like could be a bangalore 
torpedo. 


I did not see the programme but it would seem unlikely that the device being 
described was a bangalore torpedo since that was a series of five foot pipes 
hooked together to slide an explosive adjacent to an obstacle - the farthest 
five foot tube contained the explosive. M1A1 Bangladore Torpedo...? How 


Richard Loken VE6BSV, Systems Programmer - VMS 
Athabasca University 

Athabasca, Alberta Canada 

xx richardlo@admin.athabascau.ca xx 


From: WA5CAB@cs.com 

Message-ID: <82.dd27bce.2df64f6f@cs.com> 

Date: Mon, 7 Jun 2004 19:08:31 EDT 

Subject: Re: History Chan - Pathfinders 

To: Old Tube Radios <boatanchors@theporch.com> 

MIME-Version: 1.0 

Content-Type: multipart/alternative; boundary="part1_82.dd27bce.2df64f£6£_boundary" 


--part1_82.dd27bce.2df64f6£_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Arden, 


No. It was a Piat. A Bangalore torpedo is a long piece of pipe filled with 
explosive. Usually made up in sections that could be attached to make up any 
length that you needed. 


In a message dated 6/7/2004 4:47:23 PM Central Daylight Time, 
gumbear@pacbell.net writes: 
> Would that be the Bangalore torpedo? 


Robert Downs - Houston 
<http://www.wa5cab.com> (Web Store) 


<wa5cab@cs.com> (Primary email) 
<wa5cab@houston.rr.com> (Backup email) 


--part1_82.dd27bce.2df64f6f_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KR KK KK KK KK KK KK KK KKK KK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED-- - 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KK KK KK KK KKK KK KR KKK KKK KKK KKK 


+t + + FF HF 


--part1_82.dd27bce.2df64f6f_ boundary - - 


Message-ID: <40C50CD9.6090702@webex.net> 

Date: Mon, 07 Jun 2004 20:48:25 -0400 

From: Al Klase <skywaves@webex.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: RCA Scope 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Does anyone have a schematic for an RCA 151A Cathode Ray 


+t + + FF HF 


Oscillograph. 1936ish instrument using a 913 one-inch CRT. 


Fairly simple circuit, but the grounded B+ and floating 
cathodes circuits are making my head hurt. 


Regards, 

Al 

Al Klase - N3FRQ 

skywaves@webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


Message-ID: <001501c44d0b$62c0d480$0ed4e144@SONYDIGITALED> 
From: "ed sharpe" <esharpe@uswest.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: *** Re: RCA Scope 

Date: Mon, 7 Jun 2004 20:47:56 -0700 


MIME-Version: 1.0 

Content-Type: text/plain; 
charset="i1s0-8859-1" 

Content-Transfer-Encoding: 7bit 


xxx if anyone turns this up or a manual on it we would appreciate a copy 
too as we have one of these inits in the RCA display.... 


xxx if anyone turns this up or a manual on it we would appreciate a copy 
too as we have one of these inits in the RCA display... 


asnee Original Message ----- 

From: "Al Klase" <skywaves@webex.net> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Monday, June 07, 2004 5:48 PM 

Subject: RCA Scope 


Does anyone have a schematic for an RCA 151A Cathode Ray 
Oscillograph. 1936ish instrument using a 913 one-inch CRT. 
Fairly simple circuit, but the grounded B+ and floating 
cathodes circuits are making my head hurt. 

Regards, 

Al 


Al Klase - N3FRQ 

skywaves@webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


VV VV VV VV VV VV VV VV 


Message-ID: <001401c44d1b$b040a9a0$e8ddfea9@g5p3m4> 
From: "Ed Zeranski" <ezeran@concentric.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Bill Orr's books 
Date: Mon, 7 Jun 2004 22:44:36 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


From: WA5CAB@cs.com <WA5CAB@cs.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Saturday, June 05, 2004 7:44 PM 

Subject: Re: Bill Orr's books 


>I have that one ("Frank Jones Radio Handbook"), or at least part of it. 


Mine is the 1938 into 1939 issue with ads for the new Halli HT-4. 


Message-Id: <6.1.0.6.0.20040608002337 .01b78fa8@scattercreek.com> 
Date: Tue, 08 Jun 2004 00:24:33 -0700 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Ron Hershey <rhershey@kalama.com> 

Subject: Fwd: Re: RCA Scope 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


>At 05:48 PM 6/7/2004, you wrote: 

>>Does anyone have a schematic for an RCA 151A Cathode Ray 

>>Oscillograph. 1936ish instrument using a 913 one-inch CRT. 

>> 

>>Fairly simple circuit, but the grounded B+ and floating cathodes circuits 
>>are making my head hurt. 

>> 

>>Regards, 

>>Al 

>>-- 

>>Al Klase - N3FRQ 

>>skywaves@webex.net 

>>Flemington, NJ 08822 

>>Web Page: http://www.webex.net/~skywaves/home.htm 

> 

>I can do better. A couple years ago someone was kind enough to send me 
>copies of the manuals for models 151 and 151A Cathode-Ray Oscillograph and 
>the models 150 and 150A Electronic Sweep Oscillator. The two units have 
>the same size and style cabinets and are made to work together. You can 
>use the oscillator as a standard rf signal generator or as a frequency 
>modulated sweep generator to view if response curves on the oscillograph. 
>I have both units but have never gotten around to recapping them so I 
>don't know how well they work.. 

> 

>If only a couple of you need the manuals please send me your mailing 
>addresses and I'll send copies to you. Alternately, if someone has room on 
>their website to host the images I can scan and email the images to the site. 
> 


>regards, 
>Ron Hershey 
>rhershey@kalama.com 


From: "Hue Miller" <kargo_cult@msn.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Dust covers 
Date: Tue, 8 Jun 2004 00:54:28 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 
Message-ID: <BAY5-DAV133IN4MmXKCO0018e0c@hotmail .com> 


> Now I have a good sized collection of boat anchors, I find I spend too 
> much time dusting them. Does anyone know a source of really clear plastic 
> covers or bags? 


Good point. I've long thought about this - my conclusion is, i'll have to 
(someday...) make my own. Not quite sure yet how to bond or glue or 

seal the edges of the pieces, or how to cut absolutely straight, this flimsy 
material... 

-Hue Miller 


From: "Hue Miller" <kargo_cult@msn.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: History Chan - Pathfinders 
Date: Tue, 8 Jun 2004 01:13:32 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="is0-8859-1" 
Content-Transfer-Encoding: 8bit 
Message-ID: <BAY5-DAV62Y1vaPzKZC00018a47@hotmail .com> 


aaees Original Message ----- 

From: "AndrE Guibert" <aguibert@sympatico.ca> 
To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Monday, June 07, 2004 3:16 PM 

Subject: Tr: History Chan - Pathfinders 


> How about a Piat 
> Andre 


Right - Projectile, Infantry Anti Tank 
-Hue Miller 


Message-ID: <017901c44d3£$1a9b4bc0$0501a8cO@virtual> 
From: "Brian Goldsmith" <brian.goldsmith@echo1.com.au> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Bill Orrs' Books 
Date: Tue, 8 Jun 2004 19:58:09 +1000 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


fetes Original Message ----- 
From: "Garey Barrell" 


I have Editions 2 & 4 and 6-23 of the Radio Handbook. No 1st. 
Notice in 2nd Edition says 


(majority of posting snipped solely to conserve space) 


The 23rd (and final?) edition, 1986 also is edited by Welborn 
Associates and with a Foreword by Frank C Jones, W6AIJF and 
Preface by William I. Orr, W6SAI. 


So. More than you ever wanted to know! 
Corrections? Additions? 


73, Garey - K40AH 
Atlanta 


xxkk*k Garey,no corrections or additions just an old Australian expression 


Message-Id: <5.2.1.1.1.20040608081451 . 0O0b6d228@wilma.widomaker.com> 
Date: Tue, 08 Jun 2004 08:31:21 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Chuck Swiger <cswiger@widomaker.com> 

Subject: Low ( < 50Kc/s ) IF 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Gang - looking for suggestions of boatanchors capable of producing an IF output 
in the 12 - 48 Kc/s range, suitable for feeding a sound card. It's amazing 

what they're 

doing w/ software on cheap pc's these days. I no longer have the 

schematic but I 

seem to recall the Barker & Williamson 370 sideband adapter got it down to 
19Kc/s 

before final filterin' and detectin' ? 


On another subject I can heartly recommend, for high noise environments 
like apartments 

with lots of digital hash from all the consumer electronics, a tuned loop. 
Mine uses a 10' 

length of 1/4" copper tube, 1" pvc pipe to hold it up with a 365p£ variable 
cap in the gap 

to tune it - gear reduction is nice because it is a sharp peak - and a 2' 
length of wire for 

a pickup loop at the end of your RG-58. The sharp directional null is 
useful also. Less than 

$20 if you already have the cap. Mine tunes the 75 meter band nearly fully 
meshed, and 

20 meters nearly open. There's another cap section to jumper in for medium 
wave. A random 

wire about the room picked up too much noise, but this babe really brings 
‘em in! 


--Chuck 
kb4new 


From: WA5CAB@cs.com 

Message-ID: <81.dd9da48.2d£720d5@cs.com> 

Date: Tue, 8 Jun 2004 10:01:57 EDT 

Subject: Navy Type GS-5 Aircraft Transmitter 

To: Old Tube Radios <boatanchors@theporch.com> 

MIME-Version: 1.0 

Content-Type: multipart/alternative; boundary="part1_81.dd9da48.2df£720d5_boundary" 


--part1_81.dd9da48.2d£720d5_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Groups, 


Anyone ever hear of a Navy Type GS aircraft transmitter series? Until I saw 
the photos of a GS-5, I would have said the last "G" series was the GP-7. 


Robert Downs - Houston 
<http://www.wa5cab.com> (Web Store) 
<wa5cab@cs.com> (Primary email) 
<wa5cab@houston.rr.com> (Backup email) 


--part1_81.dd9da48.2d£720d5_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KK KK KKK KK KKK KK KKK KKK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KR KK KK KK KK KK KK KK KK KKK KKK KK 


+ + + FF HF OF 
+ + FF FH FH OF 


--part1_81.dd9da48.2d£720d5_boundary- - 


Date: Tue, 8 Jun 2004 10:27:37 -0400 (EDT) 

From: stuck in 50s <polepeeg@ba-watch.org> 

Message-Id: <200406081427 .i58ERbFHO04565@fracas.netboobie.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Tee ninesy URM-25D lites 


Anyone have a line on these 3V pups? Or maybe a Christmas light back-fit? 
Thanks! 


Marty 


From: "JAMES HANLON" <knjhanlon@msn. com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Shorted turns are OK, sometimes, right? 
Date: Tue, 8 Jun 2004 09:07:30 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 
Message-ID: <BAY4-DAV89e5Nchn6Hj00019d11@hotmail . com> 


Bob, 


A good scheme if you have the room. It's similar to what Elmac used in the 
AF-67 and AF-68, except they used only three coils and tapped each one for 

six band coverage. As I recall they may have shorted out the unused coils 

as well. You could get custom bandswitches at the time. 


Jim, W8KGI 


Sees Original Message ----- 

From: "RJ Mattson" <rjmattson@hvi.net> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Sunday, June 06, 2004 8:22 PM 

Subject: Re: Shorted turns are OK, sometimes, right? 


> The consensus is that it could be trouble if the tank end is left 

> floating. 

> New thought: 

> Use a double pole rotary switch to select only the specific band coil and 
> stagger the coil segments distances and at right angles to minimize 

> coupling. 

> Yay or nay? 

> Tnx, 

> bob...w2ami 

> www.qrz.com/callsign/w2ami 

> 

> 

>octecr Original Message ----- 

> 

> To: <rjmattson@hvi.net>; "Old Tube Radios" <boatanchors@theporch. com> 
> Sent: Sunday, June 06, 2004 3:17 PM 

> Subject: Re: Shorted turns are OK, sometimes, right? 

> 

> 

> > > What if you didn't short the unused portion but left it floating as 
>> > you 

> > went 

> > > up in frequency? 

>> 

> 


Message-ID: <0Q09701c44d6c$6176d140$d2032c42@default> 
From: "philip" <dgnova@erols.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re 151-2 

Date: Tue, 8 Jun 2004 11:22:14 -0400 


MIME-Version: 1.0 

Content-Type: text/plain; 
charset="is0-8859-1" 

Content-Transfer-Encoding: 7bit 


I have the manual for the RCA No 151-2 Oscillograph. 
I will scan it and place it on my webb site. Give me about 2 days. 
Will repost when uploaded. 


Philip McCoy dgnova@erols.com 


Message-ID: <001501c44d74$23dc4600$94f02144@Denroom> 
From: "B. Smith" <smithab11@comcast.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: SCR-522 Test Set 
Date: Tue, 8 Jun 2004 12:17:42 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Anyone have any of the components of the SCR-522 test set IE-36 that they 
are willing to part with? 

I have the test set enclosure(box) but need the test meter, etc. Photos can 
be seen at: 


http: //solo11.abac.com/zorroab1/SCR522Testset/TestSetpg1. html 


thanks 
breck k4che 


Message-ID: <0Qae01c44d79$5a3c4£60$699ecdd1@s0023531634> 
From: "Sandy W5TVW" <ebjr@i-55.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Tee ninesy URM-25D lites 
Date: Tue, 8 Jun 2004 11:55:05 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="Windows-1252" 
Content-Transfer-Encoding: 7bit 


These are type 323 lamps. VERY hard to find nowadays and also 

very expensive! I would suggest using a pair of small wire lead 

"grain of wheat" type lamps tack soldered to the power contacts for the 323's. 
Use 6 volt lamps and eliminate or short out resistors R-174 and R-175 

(16 ohms at 1 watt) I did this to the one I used to own and never had any 


more lamp troubles. You have to pull off the banswitch knob, tuning knob 
and bandswitch escutcheon to get at the lamp contacts. 

73, 

Sandy W5TVW 

Stata Original Message ----- 

From: "stuck in 50s" <polepeeg@ba-watch.org> 

To: "Old Tube Radios" <boatanchors@theporch.com> 

Sent: Tuesday, June 08, 2004 9:27 AM 

Subject: Tee ninesy URM-25D lites 


Anyone have a line on these 3V pups? Or maybe a Christmas light back-fit? 


Thanks! 


Message-ID: <004b01c44d86$a£67d330$1be47443@KB6NAX> 
From: "Arden Allen" <gumbear@pacbell.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Tee ninesy URM-25D lites 
Date: Tue, 8 Jun 2004 11:29:52 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="Windows-1252" 
Content-Transfer-Encoding: 7bit 


Marty's in the dark about... 
> Anyone have a line on these 3V pups? Or maybe a Christmas light back-fit? 


Yeah, I think you're talking about the knurled midget screw base lamps for 
lighting the dial. Them's 323's. I recently bought a few from 
<www.bulbdirect.com>. The imports are cheaper and make just as much light. 
I've heard tell that not all 25D's use the same bulbs but what else are 
urban legends good for? 


Arden Allen 
KB6NAX 


Date: Tue, 8 Jun 2004 14:33:41 -0400 (EDT) 
From: William Donzelli <aw288@osfn.org> 

To: Old Tube Radios <boatanchors@theporch.com> 
cc: Old Tube Radios <boatanchors@theporch.com> 


Subject: Re: SCR-522 Test Set 

Message-ID: <Pine.SUN.4.20.0406081432270.16194-100000@osfn.org> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


> Anyone have any of the components of the SCR-522 test set IE-36 that they 
> are willing to part with? 


I think I have a few of these kicking around. 


William Donzelli 
aw288@osfn.org 


Date: Wed, 09 Jun 2004 09:09:52 +1000 

From: Morris Odell <morriso@vifm.org> 

Subject: Re: Low ( < 50Kc/s ) IF 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <004101c44dad$b56f£55b0$a900a8cO@Morris> 
MIME-version: 1.0 

Content-type: text/plain; charset=iso-8859-1 
Content-transfer-encoding: 7BIT 


> Gang - looking for suggestions of boatanchors capable of producing an IF 
output 

> in the 12 - 48 Kc/s range, suitable for feeding a sound card. It's amazing 
> what they're 

> doing w/ software on cheap pc's these days. 


Most of the Racal boatanchor SSB/ISB adaptors have IFs around 18 KHz and 
would be ideal. It's a great idea and is going on my "to do" list 
immediately - never mind when it actually gets done though :-( 


Can you suggest any sources for the software? 


73 de Morris VK3DOC 


Message-ID: <0Q73001c44db1$00f2£890$3201a8cO@w8ut> 
From: "Al Parker" <anchor@ec.rr.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Low ( < 50Kc/s ) IF 
Date: Tue, 8 Jun 2004 19:33:28 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 


Content-Transfer-Encoding: 7bit 


HI folks, 

This thread finally broke thru the threshold of cognizance, or 
whatever you wanna call it. 

Maybe I have one of the BA's, or at least semi-BA's, that would do the 
job - an R-1511/GR, an SP-600 hybrid, that has 2 outputs of 10-110 KC for 
recording on video recorders. The BC band is "normal" bandwidth, but the 
HF bands (the same freqs. as an SP-600) have a 200kc wide IF, and split 
USB 7LSB into 2 separate 100kc wide signals to the "video convertors." 
This gives 2 separate 10-110 kc outputs, plus a 455-555 and a 355-455 kc 
output. Interesting revr, but with limited application as-is for most of 
us nowadays. 

This rcevr has an almost stock SP-600 tube-type RF deck, and plug-in SS 
boards for all the rest. It also has a 355-555 kc panoramic ouptut. 

Very interesting, but what to do with it?? 

73, 

Al, W8UT 

New Bern, NC 

BoatAnchors appreciated here 
http://www. thecompendium. net/radio/ 
http: //www.hammarlund. info 


asse3 Original Message ----- 

From: "Morris Odell" <morriso@vifm.org> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Tuesday, June 08, 2004 7:09 PM 

Subject: Re: Low ( < 50Kc/s ) IF 


> 
> 
> > Gang - looking for suggestions of boatanchors capable of producing an 
IF 


> output 

> > in the 12 - 48 Kc/s range, suitable for feeding a sound card. It's 
amazing 

> > what they're 

> > doing w/ software on cheap pc's these days. 

> 

> Most of the Racal boatanchor SSB/ISB adaptors have IFs around 18 KHz and 
> would be ideal. It's a great idea and is going on my "to do" list 

> immediately - never mind when it actually gets done though :-( 

> 

> Can you suggest any sources for the software? 

> 

> 73 de Morris VK3DOC 


Mime-Version: 1.0 

Message-Id: <p06100517bcecO8acbee1@[10.0.1.2]> 

Date: Tue, 8 Jun 2004 19:27:31 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Tom Norris <r390a@bellsouth.net> 

Subject: Re: Low ( < 50Kc/s ) IF 

Content-Type: text/plain; charset="us-ascii" ; format="flowed" 


The TMC SSB adaptors used ~14KC as well, so there is another 
possibility. The CV-591 and the commercial versions and their 
variants all used an IF in that range. We trying to decode DRM 
using an R-390, hmmmmm??? 


> > Gang - looking for suggestions of boatanchors capable of producing an IF 
>output 

>> in the 12 - 48 Kc/s range, suitable for feeding a sound card. It's amazing 
>> what they're 

>> doing w/ software on cheap pc's these days. 

> 

>Most of the Racal boatanchor SSB/ISB adaptors have IFs around 18 KHz and 
>would be ideal. It's a great idea and is going on my "to do" list 
>immediately - never mind when it actually gets done though :-( 

> 

>Can you suggest any sources for the software? 


Message-Id: <200406090447 .i5941EFx010546@sco.theporch. com> 
From: "Don Reaves W50R" <w5or@comcast.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Low ( < 50Kc/s ) IF 
Date: Tue, 8 Jun 2004 23:47:07 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


Morris, 
Spectogram would seem to be a good choice. Older versions 
are freeware, newest is shareware. 


old: http://www.electronics-lab.com/downloads/pc/003/ 
newest: http://www.visualizationsoftware.com/gram.html 


> Can you suggest any sources for the software? 


Don Reaves W50R 


Message-ID: <001401c44e2a$c3f££54e0$414e9844@de114100> 
From: "Ken Hickman" <nS5cm@rtconline.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Low ( < 50Kc/s ) IF 
Date: Wed, 9 Jun 2004 09:05:05 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hi Tom & Gang, 


The TMC GSB-1 SSB adapter as well as the CV-59 used and I.F. of 17 Khz.... 
The GSB-1 has a bandpass filter 2.5 khz wide....The CV-59 was wider, I 
forget the bandpass width but it was wide enough for the mark signal of wide 


band RTTY of 2975 cycles to pass thru.... 


The GSB-1 is unsupassed in my opinion with a big easy to read circular dial 
with 100 cycle marks about 1/8" apart....It tuned plus or minus 3 Khz.... 


FWIW, 
Ken....N5CM.... 


End o£ BOATANCHORS Digest 3661 
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